Product portfolio - Steel sections — S235JR - hot-dipped KERSCHGENS
Werkstoffe & Mehr s
Medium-width I-beams, IPE — EN 10025-2 (EN 10034)

The weights in kg/m apply to all deliveries from stock. Other grades and dimensions available on request.

Dimension Category Stock availability

80 Cco 6,2 [ )
100 Cco 8,3 [ )
120 Cco 10,7 [
140 C1 13,2 [ )
160 C1 16,2 [
180 C1 19,3 [ )

200 C1 23 [ )

220 C1 26,9

240 C2 31,5

270 C2 37

300 C2 43,3

330 C3 50,4

360 C3 58,6

400 C3 68

450 C4 80

500 C4 93

550 C4 109

600 C5 125

U-bars, round-edged — EN 1025-2 (EN 10279)

The weights in kg/m apply to all deliveries from stock. Other grades and dimensions available on request.

Dimension Category Stock availability
80 BO 8,90 [
100 BO 10,90 [
120 BO 13,70 [
140 B1 16,40 [
160 B1 19,30 [
180 B1 22,50 o
200 B1 26,00 [
220 B1 30,00
240 B2 34,00
260 B2 39,00
280 B2 43,00
300 B2 48,00
320 B2 61,00
350 B3 62,00
380 B3 65,00
400 B3 74,00
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