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Square, staggered 10-30  90°  open area 11,1% 
Stock items are marked with a dot; other dimensions are available at short notice. Additional sizes, formats, and grades available on request. 

Material 
1000 x 2000 mm 

Small format 
Thickness mm 

1250 x 2500 mm 
Medium format 
Thickness mm 

1500 x 3000 mm 
Large format 

Thickness mm 
kg/m² 

Steel     

DC01/DD11 1,00 1,00 1,00 7,1 

DC01/DD11 1,50 1,50 1,50 10,7 

DC01/DD11 2,00 2,00 2,00 14,2 

DC01/DD11 3,00 3,00 3,00 21,3 

galvanized DX51D+Z 1,00 1,00 1,00 7,1 

galvanized DX51D+Z 1,50 1,50 1,50 10,7 

galvanized DX51D+Z 2,00 2,00 2,00 14,2 

galvanized DX51D+Z 3,00   21,3 

Stainless steel     

1.4301/1.4307 1,00 1,00 1,00 7,1 

1.4301/1.4307 1,50 1,50 1,50 10,7 

1.4301/1.4307 2,00 2,00 2,00 14,2 

1.4301/1.4307 3,00   21,3 

1.4301 one side brushed K240, one side with film 1,00   7,1 

1.4301 one side brushed K240, one side with film 1,50 1,50 1,50 10,7 

1.4301 one side brushed K240, one side with film 2,00 2,00  14,2 

1.4301 both sides brushed K240, both sides film 1,50 1,50 1,50 10,7 

1.4404 1,00   7,1 

1.4404 1,50  1,50 10,7 

1.4571 1,00 1,00  7,1 

1.4571 1,50 1,50 1,50 10,7 

1.4571 2,00   14,2 

1.4571 3,00   21,3 

Aluminium     

EN-AW 1050 (Al99.5) 1,00 1,00 1,00 2,4 

EN-AW 1050 (Al99.5) 1,50 1,50 1,50 3,6 

EN-AW 1050 (Al99.5) 2,00 2,00 2,00 4,8 

EN-AW 1050 (Al99.5) 3,00 3,00 3,00 7,2 

EN-AW 1050 (Al99.5) one side with film 1,50 1,50  3,6 

EN-AW 1050 (Al99.5) one side with film 2,00 2,00 2,00 4,8 

EN-AW 5005 (AlMG1) EQ, one side with film 1,50   3,6 

EN-AW 5005 (AlMG1) EQ, both sides with film 2,00 2,00 2,00 4,8 

EN-AW 5005 (AlMG1), anodized both sides 
E6/EV1, one side with film 

2,00 2,00 2,00 4,8 

EN-AW 5754 (AlMg3) 1,00 1,00 1,00 2,4 

EN-AW 5754 (AlMg3) 1,50 1,50 1,50 3,6 

EN-AW 5754 (AlMg3) 2,00 2,00  4,8 
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Square, staggered 15-40  90°  open area 14,1% 
Stock items are marked with a dot; other dimensions are available at short notice. Additional sizes, formats, and grades available on request. 

Material 
1000 x 2000 mm 

Small format 
Thickness mm 

1250 x 2500 mm 
Medium format 
Thickness mm 

1500 x 3000 mm 
Large format 

Thickness mm 
kg/m² 

Steel     

DC01/DD11 1,00   6,9 

DC01/DD11 1,50 1,50 1,50 10,3 

DC01/DD11 2,00 2,00 2,00 13,7 

DC01/DD11 3,00 3,00 3,00 20,6 

galvanized DX51D+Z 1,00 1,00  6,9 

galvanized DX51D+Z 1,50 1,50 1,50 10,3 

galvanized DX51D+Z 2,00 2,00 2,00 13,7 

galvanized DX51D+Z 3,00   20,6 

Stainless steel     

1.4301/1.4307 1,00 1,00  6,9 

1.4301/1.4307 1,50 1,50 1,50 10,3 

1.4301/1.4307 2,00 2,00 2,00 13,7 

1.4301 one side brushed K240, one side with film 1,50 1,50 1,50 10,3 

1.4301 one side brushed K240, one side with film 2,00 2,00  13,7 

1.4301 both sides brushed K240, both sides film 1,50 1,50 1,50 10,3 

1.4571 1,00 1,00  6,9 

1.4571 1,50   10,3 

1.4571 2,00   13,7 

Aluminium     

EN-AW 1050 (Al99.5) 1,50 1,50 1,50 3,5 

EN-AW 1050 (Al99.5) 2,00 2,00 2,00 4,6 

EN-AW 1050 (Al99.5) 3,00 3,00 3,00 7,0 

EN-AW 1050 (Al99.5) one side with film 1,50 1,50  3,5 

EN-AW 1050 (Al99.5) one side with film 2,00 2,00  4,6 

EN-AW 5005 (AlMG1) EQ, one side film 2,00 2,00 2,00 4,6 

EN-AW 5005 (AlMG1) EQ, both sides film 2,00 2,00  4,6 

EN-AW 5005 (AlMG1), anodized both sides 
E6/EV1, one side with film 

2,00 2,00 2,00 4,6 
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Square, staggered 20-50  90°  open area 16,0% 
Stock items are marked with a dot; other dimensions are available at short notice. Additional sizes, formats, and grades available on request. 

Material 
1000 x 2000 mm 

Small format 
Thickness mm 

1250 x 2500 mm 
Medium format 
Thickness mm 

1500 x 3000 mm 
Large format 

Thickness mm 
kg/m² 

Steel     

DC01/DD11 1,00   6,7 

DC01/DD11 1,50 1,50 1,50 10,1 

DC01/DD11 2,00 2,00 2,00 13,4 

DC01/DD11 3,00 3,00 3,00 20,2 

galvanized DX51D+Z 1,00 1,00  6,7 

galvanized DX51D+Z 1,50 1,50 1,50 10,1 

galvanized DX51D+Z 2,00 2,00 2,00 13,4 

galvanized DX51D+Z 3,00   20,2 

Stainless steel     

1.4301/1.4307 1,00 1,00  6,7 

1.4301/1.4307 1,50 1,50 1,50 10,1 

1.4301/1.4307 2,00 2,00 2,00 13,4 

1.4301 one side brushed K240, one side with film 1,00   6,7 

1.4301 one side brushed K240, one side with film 1,50 1,50 1,50 10,1 

1.4301 one side brushed K240, one side with film 2,00 2,00  13,4 

1.4301 both sides brushed K240, both sides film 1,50 1,50 1,50 10,1 

1.4571 1,00 1,00  6,7 

1.4571 1,50   10,1 

1.4571 2,00   13,4 

Aluminium     

EN-AW 1050 (Al99.5) 1,50 1,50 1,50 3,4 

EN-AW 1050 (Al99.5) 2,00 2,00 2,00 4,5 

EN-AW 1050 (Al99.5) 3,00 3,00 3,00 6,8 

EN-AW 1050 (Al99.5) one side with film 1,50 1,50  3,4 

EN-AW 1050 (Al99.5) one side with film 2,00 2,00  4,5 

EN-AW 5005 (AlMG1) EQ, both sides film 2,00 2,00 2,00 4,5 

EN-AW 5005 (AlMG1), anodized both sides 
E6/EV1, one side with film 

2,00 2,00 2,00 4,5 

EN-AW 5005 (AlMG1), anodized both sides 
E6/EV1, one side with film 

3,00   6,8 

 


